MisSOURI DEPARTMENT OF TRANSPORTATION

MoDOT

INFORMAL QUOTE GUIDELINES AND DOCUMENTATION
FOR PURCHASES FROM $3,000.01 UP T0 $24,999.99

THIS IS NOT AN ORDER

REQUEST FOR QUOTATION
It is the vendor’s responsibility to read and comply with all conditions, specifications, and instructions
outlined in this document. This document and any subsequent attachments shall supersede all
confirmation forms, receipts, or any other paperwork needed to secure materials, equipment, or services.

TODAY'S DATE: QUOTE DUE BY (DATE AND TIME): F.O.B. REQUIREMENTS: DESTINATION
DECEMBER 1, 2008 DECEMBER 11, 2008 @ 1:00 PM CentraL Tive | (SEE PROJECT LOCATION BELOW)
To BE COMPLETED BY: QUOTATION # D209-035-RE BUYER NAME: BETTY DWIGGINS
THIS QUOTATION # SHOULD BE REFERENCED SENIOR GENERAL SERVICES TECHNICIAN
JANUARY 30, 2009 ON ALL MAILING LABELS, ENVELOPES, AND PHONE NUMBER: (660)-385-8246
ANY OTHER CORRESPONDENCE. FAX: (660)-385-1707

Mailing Address: (REQ responses may be faxed)
Missouri Department of Transportation — District 2
General Services (Procurement) Division

902 North Missouri Street  P.O. Box 8

Macon, MO. 63552

Project Location:

Missouri Department of Transportation
District 2 Complex

902 North Missouri

Macon, MO 63552

PROJECT PRICING / PROJECT REQUIREMENTS

Quantity District 2 Complex

Chain Link Replacement and Repair Total Project Cost

1 1.GENERAL SCOPE:
Project

spacing at District 2 Complex.

running east and west.

at 660-385-8299.

1.0 Labor and Materials needed to assemble and install a $
new 80’ x 6’ chain-link fence with 10 foot post

2.0 Replacement and repair of 140° — 6’ post with some
cross bars to be replaced and/or repaired.

3.0 Materials /Installation in accordance with the
attached Chain-Link Fencing Specification # 607
(607.10 through 607.15) and Fence Material
Specification # 1043 (1043.1 through 1043.9.2).

4.0 Chain Link Fencing Materials should match the
existing fencing on the north side of the complex

5.0 Project area has a fairly rolling and sloping terrain.

6.0 For a more specific description of the area or to

schedule a tour of the facility contact Kelly Whitley

7.0 All work to be completed by January 30, 2009.

VENDOR NAME:

(Please enter your company name in this block)
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80’ (6’ high) New Chain Link Fencing with post and Make sure all chain link fencing is at least 3” off the
cross bars (looking west). ground. Replace 1 bad post at the end of the
slatted fence.

- 3 o
140’ chain link to be replaced with 6 post
bars, with chain link no more than 3” off the ground.

Put all rock and debris back on the south side of Burger King, (Macon, MO) and fence must be straight.
Replace any cross bars that may be missing and straighten other cross bars and/or post that are loose or
out of place. No gates are required.
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SPECIAL TERMS AND CONDITIONS

F.O.B. v
All materials quoted are F.O.B. Destination (as outlined above). Freight costs must be included in the unit price quoted and not
listed as a separate line item.

Certificate of Good Standing

The Bidder must be in compliance with the laws regarding conducting business in the State of Missouri. Within ten (10) business
days of notification, the Bidder will need to provide a copy of hisfher Missouri Secretary of State’s "Certificate of Good Standing”
prior to the issuance of any contract or initial purchase order by the Missouri Department of Transportation (MoDOT). MoDOT
reserves the right, at its sole discretion, to extend the date this documentation must be provided. The Bidder's inability to
provide this documentation will résult in his/her bid being rejected.

RsMO 34.040.6 Compliance

The Bidder must be in compliance with the laws regarding conducting business in the State of Missouri. The Bidder should
ensure they are in good standing with the Missouri Department of Revenue. Prior to award MoDOT staff will check with the
Missouri Department of Revenue.to ensure compliance with the provisions of RsMO 34.040.6. If necessary a “Certificate of No
Tax Due” may be requested of thée successful Bidder. If such a certificate is requested, the Bidder's inability to provide this
documentation will result in his/héer bid being rejected.

Insurance / Certificate of Insurance Requirements

The Contractor shall purchase arid maintain such insurance as will protect him from claims under workmen’s compensation acts
and other employee benefit acts, from claims for damages because of bodily injury, including death, and from claims for
damages to property which may arise out of or result from the Contractor’s operation under this Contract, whether such
operations be by himself or by any Subcontractor or anyone directly or indirectly employed by any of them.

This insurance shall be written for not less than any limits of liability specified as part of this contract, or required by law,
whichever is greater and shall in¢lude contractual liability insurance as applicable to the Contractor’s obligations under this
contract. Unless other specified insurance limits shall be as follows:
1)  Workmen’'s Compefisation: Workers Compensation Insurance, including “Occupational Disease Act”
requirements, must be maintained if required by law.
2) Public Liability (includes property damage and personal injury):
a) Not less than $400,000 for any one person in a single accident or occurrence.
b) Not less than $1,000,000 for all claims arising out of a single occurrence.
3) Special Hazard Instirance: As required.
4) Builder's Risk: Not less than the full Contract amount.

Within ten (10) business days of notification, the Bidder will need to provide a copy of his/her Certificate of Insurance showing
coverage, in the amounts required above, prior to the issuance of any contract or initial purchase order by the Missouri
Department of Transportation (MoDOT). MoDOT reserves the right, at its sole discretion, to extend the date this documentation
must be provided. The Bidder's inability to provide this documentation will result in his/ner bid being rejected. MoDOT shall be
listed as a “Certificate Holder” on the Certificate of Insurance with the following mailing address:

Missouri Department of Transportation — District 2

General Services (Procurement) Division

902 North Missouri Street P.O. Box 8

Macon, MO. 63552

Reguired Specifications

All materials, equipment, and/or services bid upon must comply with the attached MoDOT Specification: SECTION # 607
CHAIN-LINK FENCING and SECTION # 1043 — FENCE MATERIAL and any other provisions outlined in the solicitation
documents.

The material to be supplied under the contract will comply with the requirements of the 2004 Edition of the Missouri Standard
Specifications for Highway Constiuction and any revisions thereto, unless modified by these specifications or any terms within
this Request For Quotation.

Information and Reports

The Contractor shall provide all irfformation and reports required by the Regulations, or Directives issued pursuant thereto, and
shall permit access to its books, fecords, accounts, other sources of information, and its facilities as may be determined by the
Missouri Department of Transportation or the Federal Highway Administration to be pertinent to ascertain compliance with such
Regulations or Directives. Wherg any information required of a Contractor is in the exclusive possession of another who fails or
refuses to furnish this information the Contractor shall so certify to the Missouri Department of Transportation, or the Federal
Highway Administration as appropriate, and shall set forth what efforts it has made to obtain the information.

Prevailing Wage _
If the bid/quote/proposal is accepted, the vendor will be required to comply with the prevailing wages as fixed by the Missouri
Department of Labor and Industrial Relations, in effect as of the date of the issuance of the solicitation, for each affected craft
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and type of workmen in the following county(ies): Macon. The Annual Wage Order #15 may be inspected at any District Office
or at the Central Office in Jefferson City.

The Contractor shall submit notarized weekly payroll affidavit documentation included with the project request for payment. The
successful vendor must provide a lien waiver from all material suppliers.

Permits, Licenses and Safety Issues

The contract price shall include any necessary permits and licenses required by law incidental to the work. Local ordinances
requiring building permits are not applicable to state agencies. The Contractor will comply with local laws involving safety in the
prosecution of the work.

Award
Award of this quote will be made on an “All Or Nothing” basis using the “lowest and best” principle of award.
Holidays

December 25, 2008 Christmas Day

December 26, 2008 Day after Christmas

January 1, 2009 New Years

January 19, 2009 Martin Luther King Jr. Day

When any of the above holidays falls on a Sunday, the holiday will be observed on the following Monday; when any of the above
holidays falls on a Saturday, the holiday will be observed on the immediately preceding Friday. No work shall be completed on
Saturdays or Sundays or a state holiday.

Temporary Suspension of Work

The District Engineer or a designated representative shall have authority to suspend work wholly or in part for such period or
periods as may be deemed necessary when weather or other conditions are such that in the opinion of the engineer, the work
may be done at a later time with advantage to the Department or for failure on the part of the Contractor to comply with any of
the provisions of the Contract.

If the Department suspends the work for its own advantages and not because of the Contractor's failure to comply with the
Contract, the Contractor will be allowed an equal number of calendar days after the completion date for the completion of the
work. The Department may at its discretion give the Contractor an extension of time for completing the work where the
Contractor incurs delays for causes beyond his control.

Normal rainfall is not considered a cause qualifying for an extension of time. Claims for extension of time for all causes must be
submitted by the Contractor in writing within 30 Days after the claimed cause for the delay has ceased to exist.

Cancellation of Contract

If the Contractor/supplier fails to carry out the performance of the work with sufficient workmen and equipment to insure the
completion of the delivery within the time specified or becomes insolvent or is adjudicated a bankrupt or commits any act of
bankruptcy or insolvency or allows any final judgment to stand against him for a period of ten (10) days, the Missouri
Department of Transportation may give notice in writing by registered mail to the Contractor/supplier of such delay, neglect or
default.

If, within ten (10) days after such notice the Contractor/supplier does not proceed to remedy to the satisfaction of the
Department's representatives the faults specified in said notice, the Department shall have full power and authority, without
impairing the obligation of the Contractor/supplier under the contract, to take over the completion of the work and arrange for the
shipment of any materials necessary to complete the work and the Contractor/supplier will be responsible for any additional
costs incurred by the Department in obtaining the completion of the job.

Liguidated Damages

In the event the successful Contractor fails to complete the job within the time specified, the Department and the public will
sustain damages because of such delay in delivery, the exact extent of which would be difficult to ascertain, and in order to
liquidate such damage in advance it is agreed that the sum of one-hundred dollars ($250.00) per day, per item, for each
assessable calendar day on which the delivery has not been completed, is reasonable and the best estimate which the parties
can arrive at as liquidated damages, and it is therefore agreed that said amount will be withheld from payments due the
Contractor or otherwise collected from the Contractor as liquidated damages. Saturdays, Sundays, holidays and days whereas
the Department has suspended work shall not be assessable days.
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PREFERENCE IN PURCHASING PRODUCTS

DATE:

The bidders attention is directed to Section 34.076 RsMO 1986 which gives preference to
Missoutri corporations, firms, and individuals when letting contracts or purchasing products.

Bids/Quotations received will be evaluated on the basis of this legislation.
All vendors submitting a bid/quotation must farnish ALL information requested below.
FOR CORPORATIONS:

State in which incorporated:

FOR OTHERS:

State of domicile:

FOR ALL VENDORS:

List address of Missouri offices or places of business:

THIS SECTION MUST BE COMPLETED AND SIGNED:

FIRM NAME:
ADDRESS:
CITY: STATE: Z71P:

BY (signature required):

Federal Tax L.D. #: if no Federal Tax L.D. # - list Social Security #:

NOTE: For bid/quotation to be considered, the “Preference in Purchasing Products™ form must be on file in the General Services
(Procurement) Division and must be dated in the current calendar year.
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VENDOR NOTES

VENDORS MAY ALSO ATTACH OTHER PERTINENT OR SUPPORTING DATA WITH THEIR RESPONSE TO THIS RFQ.

Missouri Department of Transportation purchase orders must be issued to the invoicing company/address.
If the invoicing company/address will be different from that listed in the vendor information section (below),
the vendor should specify the “remit to” company/address in the vendor notes section (above).

VENDOR INFORMATION

Vendor Name/Mailing Address: Vendor Contact Information (including area codes):
Phone #:
Cellular #:

Email Address: Fax #:

Printed Name and Title of Responsible Officer or Signature:

Employee:

Is your company registered/certified with the State of Missouri as a (please circle):

MINORITY BUSINESS ENTERPRISE (MBE) 7 YES NO
WOMEN BUSINESS ENTERPRISE (WBE) ? YES NO
Would your company like information on becoming a registered/certified MBE/WBE vendor? YES NO
Is your company a MISSOURI SERVICE-DISABLED VETERAN BUSINESS? YES NO

A sewvice-disabled veteran is defined as any individual who is disabled as certified by the appropriate federal agency
responsible for the administration of veteran's affairs. A service-disabled veteran business is defined as a business concern:
¢ not less than fifty-one (51) percent of which is owned by one or more service-disabled veterans or, in the case of
publicly owned businesses, not less than fifty-one (51) percent of the stock of which is owned by one or more service-
disabled veterans; and

o the management and daily business operations of which are controlled by one or more service-disabled veterans.

All responses to this Request For Quotation should be submitted on this form and pages 1-6
should be returned to the Buyer listed above at the District mailing address or fax number shown.

Note: If any of the “Standard Solicitation Provisions” and “General Terms and Conditions” on
the following pages conflict with the requirements outlined in this Request For Quotation, the
RFQ requirements will supersede those below.
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STANDARD SOLICITATION PROVISIONS

The Missouri Department of Transportation (MoDOT) reserves the right to reject any or all bids/quotes/proposals, and to accept or
reject any items thereon, and to waive technicalities. In case of error in the extension of prices in the bid/quote/proposal, unit prices will
govem.

All bids/quotes/proposals must be signed with the firm name and by a responsibile officer or employee. Obligations assumed by such
signature must be fulfilled.

By virtue of statutory authority, a preference will be given to materials, products, supplies, provisions and all other articles produced,
manufactured, made or grown, within the State of Missouri.

Time of delivery is a part of the consideration and, if not otherwise stated in the solicitation documents, must be stated in definite terms
by the Bidder/Offeror and must be adhered to. If time varies on different items, the Bidder/Offeror shall so state.

If providing bids/quotes/proposals for commodities, the Bidder/Offeror will state brand or make on each item. If bidding or proposing
other than the make, model or brand specified, the manufacturer's name, model number or catalog number must be given.

For hids/proposals of $25,000 or more, no bids/proposals by telephone, telegram or telefax will be accepted. If provided, these
bids/proposals should be returned in the MoDOT sclicitation return envelope.

If a solicitation return envelope is provided by MoDOT, the bid/quote/proposal should be returned in the envelope provided with the
Bid/RFQ/RFP Request Number plainly indicated thereon.

The date specified for the returning of bids/quotes/proposals is a firm deadline and all bids/quotes/proposals must be received at the
designated office by that time. The Department does not recognize the U.S. Mail, Railway Express Agency, Air Express, or any other
organization, as its agent for purposes of accepting proposals. All proposals arriving at the designated office after the deadline
specified will be rejected.

GENERAL TERMS AND CONDITIONS

General Performance

a.  This work is to be performed under the general supervision and direction of the Missouri Department of Transportation (MoDOT) and, if
awarded any portion of the work, the Contractor agrees to furnish at his own expense all labor and equipment required to complete the
work, it being expressly understood that this solicitation is for completed work based upon the price(s) specified and is not a solicitation for
rental of equipment or employment of labor by MoDOT, and MoDQT is to have no direction or control over the employees used by the
Contractor in performance of the work.

Deliveries

a.  Unless otherwise specified on the solicitation documents or purchase order, suppliers shall give at least 24 hours advance notice of each
delivery. Delivery will only be received between the hours of 8:00 a.m. to 3:00 p.m., Monday through Friday. Material arriving after 3:00
p.m. will not be unloaded until the following workday. No material will be received on Saturday, Sunday or state holidays.

b.  If the prices bid hersin include the delivery cost of the material, the Contractor agrees to pay all transportation charges on the material as
FOB - Destination. Freight costs must be included in the unit price bid and not listed as a separate line item.

¢.  Anydemurrage is to be paid by the Contractor direct to the railroad or carrier.

Nondiscrimination

a.  The Contractor shall comply with the Regulations relative to nondiscrimination in federally-assisted programs of the Department of
Transportation, Title 49, Code of Federal Regulations, Part 21, as they may be amended from time to time, (hereinafter referred to as the
Regulations), which are herein incorporated by reference and made a part of this contract.

b.  All solicitations either by competitive bidding or negotiation made by the Contractor for work to be performed under a subcontract,

including procurements of materials or leases of the Contractor's obligations under this contract and the Regulations, will be relative to
nondiscrimination on the grounds of race, color, or national crigin.

1) Sanctions for Noncompliance; In the event of the Contractor's noncompliance with the nondiscrimination provisions of this
contract, MoDOT shall impose such contract sanctions as it or the Federal Highway Administration may determine to be
appropriate, including, but not limited to:

i, withholding of payments to the Contractor under the contract until the Contractor complies, and/or,
ii. cancellation, termination or suspension of the contract, in whole or in part.

Contract/Purchase Order

a.

By submitting a hid/quote/proposal, the Bidder/Offeror agrees to furnish any and all equipment, supplies and/or services specified in the
solicitation documents, at the prices quoted, pursuant to all requirements and specifications contained therein.

A binding contract shall consist of: (1) the solicitation documents, amendments thereto, and/or Best and Final Offer (BAFO) request(s)
with any changes/additions, (2) the Contractor's proposal and/or submitted pricing, and (3) the MHTC's acceptance of the proposal and/or
bid by purchase order.
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A notice of award does not constitute an authorization for shipment of equipment or supplies or a directive to proceed with services.
Before providing equipment, supplies and/or services, the Contractor must receive a properly authorized purchase order and/or notice to
proceed.

The contract expresses the complete agresment of the parties and performance shall be governed solely by the specifications and
requirements contained therein, Any change, whether by modification and/or supplementation, must be accomplished by a formal
contract amendment signed and approved by and between the duly authorized representative of the Contractor and the duly authorized
representative of the MHTC, by a modified purchase order prior to the effective date of such modification. The Contractor expressly and
explicitly understands and agrees that no other method and/or no other document, including correspondence, acts, and oral
communications by or from any person, shall be used or construed as an amendment or modification.

Subcontracting

a.

C.

Invoicing

It is specifically understood that no portion of the material or any interest in the contract, shall be subcontracted, transferred, assigned or
otherwise disposed of, except with the written consent of MoDOT. Request for permission to subcontract or otherwise dispose of any part
of the work shall be in writing to MoDOT and accompanied by a showing that the organization which will perform the work is particularly
experienced and equipped for such work.

Consent to subcontract or otherwise dispose of any portion of the work shall not be construed to relieve the Contractor of any
responsibility for the production and delivery of the contracted work and the completion of the work within the specified time.

All payments for work performed by a subcontractor shall be made to the Contractor to whom the contract was awarded and the purchase
order issued.
and Payment

a.

e
Applicabl

MoDOT is exempt from paying Missouri Sales Tax, Missouri Use Tax and Federal Excise Tax. However, the Contractor may themselves
be responsible for the payment of taxes on materials they purchase to fulfill the contract. A Federal Excise Tax Exemption Certificate will
be furnished to the successful Bidder/Offeror upon request.

Each invoice should be itemized in accordance with items listed on the purchase order and/or contract. The statewide financial
management system has been designed to capture certain receipt and payment information. Therefore, each invoice submitted must
reference the purchase order number and must be itemized in accordance with items listed on the purchase order. Failure to comply with
this requirement may delay processing of invoices for payment.

Unless otherwise provided for in the solicitation documents, payment for all equipment, supplies, and/or services required herein shall be
made in arrears. The Missouri Highways and Transportation Gommission (MHTC) shall not make any advance deposits.

The MHTC assumes no obligation for equipment, supplies, and/or services shipped or provided in excess of the quantity ordered. Any
authorized quantity is subject to the MHTC’s rejection and shall be returned at the Contractor's expense.

The MHTC reserves the right to purchase goods and services using the state purchasing card.

e Laws and Requlations

a.

d.

The contract shall be construed according to the laws of the State of Missouri. The Contractor shall comply with all local, state, and
federal laws and regulations related to the performance of the contract.

The Contractor must be registered and maintain good standing with the Secretary of State of the State of Missouri and other regulatory
agencies, as may be required by law or regulations. Prior to the issuance of a purchase order and/or notice to proceed, the Contractor
may be required to submit to MoDOT a copy their current Authority Certificate from the Secretary of State of the State of Missouri.
1) Prior to the issuance of a purchase order and/or notice to proceed, all out-of-state Contractors providing services within the
state of Missouri must submit to MoDOT a copy of their current Transient Employer Certificate from the Department of
Revenue, in addition to a copy of their current Authority Certificate from the Secretary of State of the State of Missouri.

The contractor shall only utilize personnel authorized to work in the United States in accordance with applicable federal and state laws
and Executive Order 07-13 for work performed in the United States.

The exclusive venue for any legal proceeding relating to or arising, out of the contract shall be in the Circuit Court of Cole County,
Missouri.

Preferences

a.

Inthe evaluation of bids/quotes/proposals, preferences shall be applied in accordance with Chapter 34 RsMO. Contractors should apply
the same preferences in selecting subcontractors.

By virtue of statutory authority, RsMO. 34.076 and 34.350 to 34.359, a preference will be given to materials, products, supplies, provisions
and all other articles produced, manufactured, made or grown within the State of Missouri. Such preference shall be given when quality is
equal or better and delivered price is the same or less.

1) If attached, the document entitled “PREFERENCE IN PURCHASING PRODUCTS” must be completed and returned with the
solicitation documents.

2)  If attached, the document entitled “MISSOUR! DOMESTIC PRODUCTS PROCUREMENT ACT” must be completed and
returned with the solicitation documents. Applies if bid is Twenty-Five Thousand Dollars ($25,000.00) or more

In the event of a tie of low bids, the MHTC reserves the right to establish the method to be used in determining the award
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Remedies and Rights

a.  No provision in the contract shall be construed, expressly or implied a waiver by the MHTC of any existing or future right and/or remedy
available by law in the event of any claim by the MHTC of the Contractor's default or breach of contract.

b.  The Contractor agrees and understands that the contract shall constitute an assignment by the Contractor to the MHTC of all rights, title
and interest in and to all causes of action that the Contractor may have under the antitrust laws of the United States or State of Missouri
for which causes of action have accrued or will accrue as the result of or in relation to the particular equipment, supplies, and/or services
purchased or produced by the Contractor in the fulfillment of the contract with the MHTC.

¢.  Inthe event a Contractor becomes involved in, or is threatened with, litigation with a subcontractor or supplier as a result of such
direction, the Contractor may request MoDOT to enter into such litigation to protect the interests of the MHTC, and, in addition, the
Contractor may request the United States to enter into such litigation to protect the interests of the United States.

Cancellation of Contract

a.  The MHTC may cancel the contract at any time for a material breach of contractual obligations or for convenience by providing the
Contractor with written notice of cancellation. Should the MHTC exercise its right to cancel the contract for such reasons, cancellation will
become effective upon the date specified in the notice of cancellation sent to the Contractor.

b. I the MHTC cancels the contract for breach, the MHTC reserves the right to obtain the equipment, supplies, and/or services to be
provided pursuant to the contract from other sources and upon such terms and in such manner as the MHTC deems appropriate and
charge the Contractor for any additional costs incurred thereby.

Bankruptcy or insolvency

a.  Upon filing for any bankruptcy or insolvency proceeding by or against the Contractor, whether voluntary or involuntary, or upon the
appointment of a receiver, trustee, or assigned the benefit or creditors, the Contractor must notify MoDOT immediately. Upon learning of
any such actions, the MHTG reserves the right, at its sole discretion, to either cancel the contract or affirm the contract and hold the
Contractor responsible for damages.

Inventions, Patents, and Copyrights

a.  The Contractor shall defend, protect, and hold harmless the MHTC, its officers, agents, and employees against all suits of faw or in equity
resulting from patent and copyright infringement concerning the Contractor's performance or products produced under the terms of the
contract.

Inspection and Acceptance

a.  No equipment, supplies, and/or services received by MoDOT pursuant to a contract shall be deemed accepted until MoDOT has had
reasonable opportunity to inspect said equipment, supplies, and/or services.

b.  All equipment, supplies, and/or services which do not comply with the specifications and/or requirements or which are otherwise
unacceptable or defective may be rejected. In addition, all equipment, supplies, and/or services which are discovered to be defective or
which do not conform to any warranty of the Contractor upon inspection (or at any later time if the defects contained were not reasonably
ascertainable upon the initial inspection) may be rejected.

¢.  The MHTC reserves the right to return any such rejected shipment at the Contractor's expense for full credit or replacement and to specify
a reasonable date by which replacements must be received.

d. The MHTC's right to reject any unacceptable equipment, supplies, and/or services shall not exclude any other legal, equitable or
contractual remedies the MHTC may have.

Warranty

a.  The Contractor expressly warrants that all equipment, supplies, and/or services provided shall: (1) conform to each and every
specification, drawing, sample or other description which was furnished to or adopted by MoDOT, (2} be fit and sufficient for the purpose
expressed in the solicitation documents, (3) be merchantable, (4) be of good materials and workmanship, and (5) be free from defect.

b.  Such warranty shall survive delivery and shall not be deemed waived either by reason of the MHTC's acceptance of or payment for said
equipment, supplies, and/or services.
Status of Independent Contractor

a.  The Contractor represents itself to be an independent Contractor offering such services to the general public and shall not represent itself
or its employees to be an employee of the MHTC. Therefore, the Contractor shall assume all legal and financial responsibility for taxes,
FICA, employee fringe benefits, workers' compensation, employee insurance, minimum wage requirements, overtime, etc., and agrees to
indemnify, save and hold the MHTC, its officers, agents and employees harmless from and against any and all losses (including attorney
fees) and damage of any kind related to such matter.
Indemnification

a.  The Offeror shall defend, indemnify and hold harmless the Commission, including its members and department employees, from any
claim or liability whether based on a claim for damages to real or personal property or to a person for any matter relating to or arising out
of the Offeror's performance of its obligation under this Agreement.
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IF NOT SUBMITTING A QUOTE, PLEASE COMPLETE AND
RETURN THE FOLLOWING “NO QUOTE FORM” TO ASSIST THE

PROCUREMENT STAFF IN OUR PROCESS EVALUATIONS.
THANK YOU

NO QUOTE

DATE:

TO:  Missouri Department of Transportation — District 2
General Services (Procurement) Division
902 North Missouri Street  P.O. Box 8
Macon, MO. 63552
(660)-385-1707 — fax #

FROM: (Company Name)

(Mailing Address)

(City, State, Zip Code)

(Office Phone #)

(Cellular Phone #)

(Fax #)

Our company is submitting “NO QUOTE” on RFQ # for the reason(s) indicated
below:

() Product or service is not available or cannot meet the required specifications
() Other obligations — cannot make required deadline
() The delivery point or work location is outside of our territory or coverage/service area

() Other —Please explain below:

Contact Person: Email Address:

() Please keep our name on the bidder’s list for future opportunities on this product or service.
() Please remove our name from your bidder’s list for this product or service.

FAILURE TO RETURN A QUOTE OR THIS FORM MAY RESULT IN
REMOVAL FROM OUR VENDOR DATABASE FOR FUTURE OPPORTUNITIES
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SECTION 607

CHAIN-LINK FENCING

SECTION 607.1¢ CHAIN-LINK FENCE

T

shiall consist of furpishing and erecting chain-link fence and
1shed by

(07.11 Description. This work
gates, complete in place, in conformity with the lines shown on the plans or as esta
the enginger.

.’a

=

G07.12  Material. All material shall conform fo Division 1000, Materials Defails, and
specificaily as follows:

Ttem Section

Chain-Link Fence 10432
The contractor may select either zine-coated steel, aluminum-coated steel, alwminum alloy or

winyl coated steel fencing material, except that the same kiad ei material shall be used
throughout the project. Walk gates and drive gates, if required, shall be of the same kind of
material as that selected for the fence.

607.13 Construction Requirements.

G07.13.1 The confractor shall fill, cot or trench whers necessary fo produce a smooth and
vniform ground susface so the bottom of the fabric is not mere than 3 inches ( 5 miny above
the finisied grougd line. Posts shall be set plumb, true to line and grade ia concrefe footings,
and shall be lorated as shown on the plans or as directed by the engineer. Footings shall be of
Class B concrete, or concrete of a cominercial mixfure meeting the requirements of Sec
501.12. The coucreie shall be of & wniform thickness around the post, and the footings shall
have cone of dome shaped tops. At the opiion of the confractor, a guick sefting pobyurethane
foam in accordance with Sec ©03.3.1.2 may be used for lne posts inn liew of concrete. At fhe
opiion of the contracior, line posts may be driven in Hen of setting in concrete or polyurethane.
I the contractor elects fo drive line posts, they shall be of the lengih and driven to the depth
shown on the plans. If posts cannet be driven to depihs shown because of rocky soils of other
conditicns, they shall be removed and placed in footings. Post tops shall be protected against
damage and all posts damaged dwring installation shall be remwoved and replaced.

(7.13.2 Fabric shall net be attached to posts until the concrete in the footings is at least five
s old, and shall be aitached to the posts on the side shown on the plans. Fabric shall be
securely attached to end, cormer, gate sud pull posts in accordance with mannfacturer's
recomunendations. & shall be attached to tension wire with hiog rings spaced as shown on fhe
plans. TelP fabric shall be attached to line posts with wire ties or bands, and spaced in
aceotdance with manuficturer's reconumendations. A fabric shall be tawt before it is attached
fo line pests or tension wire.

Q. =21

3

607.13.3 Walk gates and drive gates complete with hinges, laiches, brace ‘E» Dp and focking
devices shall be installed at Iocattons shown cn the plam Dy shall have an
approximate fll circle opening swing, Walk gates shall have postfiv ups to prevent the
gates from swinging into the 11m11 of way.

607.14 Afethod of Measurement. hieasurement of chain-link fence will be made to the
nearest linear foot (0.5 m) measured along the slope of the fabric but shall not include gates.

607.15 Basis of Payment. The accepted quantity of chain-link fence, complete in place, will
De paid for at the unit price for each of the pay items included in the contract. Mo direct
payment will be made for concrete footings or for post hole excavation or for excavation and
embaskment necessary to smooth the area under the fence.
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SECTION 1043

FENCE MATERIAL

10431 Scope. These specifications cover the material reguired in the construction of chain-
link fence and woven wire fence.

Chain-Link Fence Material

10432 Chain-Link Fenee Description.  Chain-link fence and gates shall be comprised (1) of
fabric composed of ndividual pickets helically wound and interwoven in the form of a
continuous chain-fink fabric without kaots or ties except hnw%cluﬂ :31 twisting at zélﬁ ends of

pickets to form the selvage of the fabric, and (2) of posts,
wire and other fittings and hardware.

=
H
=
=
[
oy

5 wWire woves into the
approximeately uniform square mesh, having parallel sides ’md horizonial and uutical

1043.2.1 Fabric General Requirements. Fabric shall con

diagonals of approxanately vniform dimensions.

of mesh zize of plus or minns /8 inch (3.2 na) will he Jemutaed
" g

1043.2.1.2  The height of fabric shall be the overall dimension from ends of fwists or
}:Luc'kle—- measured without fension applied. A wvariation in height of plus or minus one inch
25 muy) will be pennitied,

1043.2.1.3 Chain-link fabric shall be fabricated froen wive with diameters as necessary to
meet the requitements of Table I A variation of plus or minus 0.005 inch (0,127 mm) will ha
permniited.  For zine coafed or ahuninum coated fabric, the specified diameter is the coated
wire dismeter and the pernissible tolerance 15 applied fo the coaied wire. For vinyl coats
(PWC) fabric the specified diameter is the mefallic coated core wire and the pf_"
tolerance is applied only fo the metallic f“s:uted core wire, The thickness of the PV
will not be userl in detertnis ning wire gize. For aluminem alloy fabiic, the specified | 1
the finished wire.

r—

1043254 Wire nged for fabric shall roeet the miniomun breaking load as shown wm Table IL

kancliled ai boihl sebvages.
ed at :]

1043.2,1.5 Fabric less thag 72 inches {J
Fabric !2 irches {1829 num) high or higher
other. Kauckling is the selvage obtained by interlocking asdjacent paies of wire eads and
bending the wire back into a loop. Twisting s the Jelwagt obiained by twisting adjzcent pairs
of wire ends and bending together in a close helix of 1 12 machine turns, which is the
eguivalent of three foll twiste, and cutting fhe wire ends at an angle with the ends beyond the
fwist at feast 144 inch (5 rum) long.

839 mun) hugh shali be
hall he knuckled at one se elvage and twi

1043.2.2 Zinc Coated Steel Fabric. Wire used fir zine coated chain-link fabric may be
comted before or afier weaving into falwic. Fabric that is zine costed after weaving 11 be
hot-dip galvanized in a continuons process and the coating shall am be applied to the fabnc in
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roll form.  Wire that is zinc coated before weaving into fabric may be either hot-dip
galvanized or electrolytically zinc-plated. The weiglt (mass) of zinc coating shall not be less
ihan 2.0 ounces per square foot (610 g/nt) of uncoated wire surface, determined from the
average m all speciiens mpierimnc the lot and oot less than 1.8 ounces per square foot
{550 cwn) on an individual specimen. Excessive lumps, beads and drops of zine will be

evhade i determining wemhmmm; of coating.

14323 Alnminum Coated Steel Fabric,.  Wire uzed for aluminum coated chain-linlke fabric
shall be coated by the hot-dip process hefore weaving inte fabwric. The weight yoof
aluminum coating shall not be less than 040 cunce per square foot (122.1 glon) of uncoated
wire surface an 0.148 inch (3.76 mw) or 0.192-inch (.88 amn) specified diameter wire and
0.35 ounce per square foot {106.8 ginr) of uncoated wire surface on 0.120-inch (3.05 mm)
specified dinmeter wire, determined from the average of all specimens representing “1& 1ﬂ=‘
An mdividual specimen shall nof have less then 0.30 cudce per square foot (92
uncoated wire surface on 0,148 or 0.192-inch (3.76 or 4.88 mm) specified dizmeter wire a 1L1
not less than 0.25 ouace per square foot (76.3 glar) on (.1204nch (3.05 mun) specified
diameter wire.

1043.2.4 Vinyl Coated Steel Fabric, Wire used for vinyl coated chain-link fabric shall be
coated before weaving info fabric. Wiyl used for coatings shall be polyvinyl chioride (PVC)
and shall be plasticized and thoronghly campounded so there &5 finll d.t,pemﬂmm of pigments,
stabilizers and other components. The color shall te aniformiy green. The PVC coating :
meet the requireinents of AASHTCO M 181 for adhesion, accelerated aging, mandrel fest
green color.

1043.3.4.1 Eximded or extruded and bonded PVC coated wire shall be coated with zine or
aluminum by either the hot-dip or electroliytic process prior to being coated w The
weight r@msil of zine or almminum and thickness of PVC shall be as shown in Table T

1043.2.4.2 Bonded PVC coated wire shall be costed with zinc by either the hot-dip or
electralytic process prior to having a PVU ceating thermually fused and bonded fo a primer that
has been thermally cured onto the zine coated wire. The weight (imass) of zine or alvmimum
and thickuess of PVC coating shall be as showsn in Table T

104325 Alominuwm Alloy Fabrie, Wire wsed for alominum alloy fabric shall be alumimum
alloy.  The finished fabric shall be of uniform qualiey and have the properties and
characteristics herein specified.

1043.2.6 Posts, Braces, Rails and Gate Frames. These members shall be of the shag ,
dimension 35 shown on the plans and shall be steel or aluminum alloy complying with tae
i'equiremeutf; of these specifications. Steel members shall have an interior and exterior coating
as herein specified.  These members may be used with either zinc coated, alominum coated,
Iummum alloy or vinyl coated fabric.

1043.2.6.1 Finc Coated Steel Members. Zine coated steel members shall comply with the
reguirements of ASTM F 1043, heawvy industrial fence Group L4, with Tipe A interior and
exterior coating, and the standard plans.

1043.2.6.2 Zine Plus Organic Coated Steel Members. Zine plus organic coatzd sieel
mr:mk_ ers shall comply with the requirements of ASTM F 1043, heavy industrial fence Group
C, with Tvpe B or D interior ceating and Type B exterior coating, and the standard plans.

1043.2.6.3 Alwminoun Alloy Members, Alumirum alloy mentbers shall comply wiil the
requitements of ASTH F 1043, heawy mdustrial fence Group 1B, and the standard plans,
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1043.2.7 Tension Wire. Tension wire shall be of steel voil spring wire with a coated wir
diameter of 0.177 inch (4.495 mu) plus or munus 0.005 dnch (0. 13. oy and shall have a
migimum breaking load of 1930 pounds force (3.7 I:N_] Tns ension wire shalf hiave a zine
coating of not less than .80 onnce per square foot (240 gy’ of ncoated wire surface or an
alunumun ceating of not less than 0.40 ounce per qu"m: mot (120 ,czrmj of wnecoated wire
surface.

1043.2.8 Fabric Fasteners. Pabric fasteners shall consist of wire ties, hog rings and C-elips.
Fasteners for use with zine o wlmnmum coated steel fabric shall condorm to Sec 143281 o
10432 8.2 those for nse with aluminum allov fabric shall conform to Sec 1043282 anf?
ihose for use with virnd coated steel fabric shall conform to Sec 1043 283 Fasieners shall b
capable of withstanding a 180 degree bend aver itz own diameter without fraciure of the wire
of loss of adhersace of coating. The wire shall have a finishied or coated diameter of not less
than 0.143 inch {3.632 muny), except C-clips for attaching fabric to H section posts shall have a
finished o coated dameter of not less than 0187 mel (4750 mur).  Aluminun alloy C-clips
will not e permitted for fastening fabric to H section posis.

L

1043.2.8.1 Zine or Alwminum Coated Fabric Fasteners, The wire shall be zine coated af a
rate of not less than 0.70 ounce per faquﬂ fmt 210 gin) or alnminom coated at a rale f 1o
less than 0.30 ounce per square foot (91.5 g/

m

T

1043.2.8.2 Aluminmun Alloy Fabric Fasteners. The wire shall be of alumuinum alloy having
2 nuoinsem fensile strength of 16,000 pounds per square inch (110 MPa).

1043.2.8.3 Vinyl Coated Fabric Fasteners. The wire mavy be of stegl or aluminnm alloy and
shall be uniforml: v coated with the same vinyl maferial as used to coaf the fence fabric. Vi
coating thickaess shall be a minimum of 0.010 inch (234 pmp.  Alominum slloy wire shall
have a nunimuin fensile strength of 16,000 pounds per square inch (110 WPa).

1043.2.9 Rdiscellaneons Fittings and Hardware . Miscellaneous fittings and hardware may
be zine coated steal or alwrdramn allov,  Aluminuim alloy fittings shall not be wsed with zine
steel posts, rails or gate frames.

1043.2.9.1 Zinc Coated Steel Fittings and Hardware. DMMiscellanecus steel fittings and
hardware shall be of commercial grade steel or better guality, wronght or cast as appropris

the article, and sufficient in strength and other properties to provide a balanced design when
used with fabric, posts and wires of the qualities specified herein. All steel fittingz and
bhardware mchuding any iterns less than 1/8 inch {3 tum) thick shall be protected with a zinc
coating conforming to the requirements of AASHTO B 111, except the weight (mass) of zinc
coating shall not be less than 1.80 cunces per square fumt {5349 o rlr}, deternened from
average of all specimens representing the lot md not less than 1.60 ounces per square foot
(488 gint) on an individual specimen.

[

1043.2.9.2 Aluninwm Alloy Fittings and Hardware, Miscelianeons aluminwm fittings and

=
hardware shall be wrounglt or cast aluminoem alloy conforming to the requirements set forih in
Table TV,

“n
welding. If comers are o be wﬂdeﬂ hc Ltlrls of thL \\t‘.‘rtiL’:IL membaza -:11:»1]1 e
hemispherically nofched, by removal of mietal, fo fit stngly to the horizontal members. The
joint slmw be uniformdy and continuously fifle:r welded.  The wrwe? area and adjaceat
damaged coafing shall be recoated by the hot-dip process or metallizing process; or covered
with two L'D::ltf’% of zincrich paint. The material for repair of welded areas and applications
shall meet the approval of the engineer. Each gate frame shall be cross braced with not less

AR

than tero 3/8-inch (9.5 mn) adjustable truss rods. The filler for gates shall be chain-link fabric

£

J f“.\
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of the same kind nsed for the femce. This filler shall be attached 1o the frame with strefcher
bars and wite tes qr clamps. Gates & feet {1 iy high or less shall be equipped with rwo
Binges, and gates more than & feet (1828 mun) high shall have three hinges. All gates, walle
and drive, shall be equipped with a latch and locking attachment ;ﬂrrl@_pffis and center rests
of an approved design shiall be installed for double diive gates.

1!‘

1043.2. 11 Barbed Wire., Barbed wire for use with chain-linke fence shall be zine-coated
steel, abimnum coated steel or alwminum alloy, Zine coated barbed wire shall consist of two
No 12 172, 13 172 a0 15 1;.’2 f”’ 5 1 mur, 2,18 smm or 1 0 mm‘,» g:we hﬂe *ﬂ'fif‘ﬂs' iiufiﬂ?&d with 4-
gpoiﬂéf barhs mﬁf@mﬂ; ]

Alum.xnmn »:umed b:{fhed WirE slm.].l. -enfmm 0 ahe 1&@1110:11@111‘.3 fm FHIC EDQ;'I“‘d ‘h»afh i
except that the coating shall be aluminmmn alloy. The weight {mass) of coating per square i
see shall not be less than .25 ouace (75 g gind) for bm‘k hme wires and
3 of suitable alvnunum alloy will be w:nmrmi Alvrmiman alloy barbed

5052-H38, ASTM B 211, Aluminnm alloy bacbed wire shall
mury line wires fwisted with d-point 0.080-inch (2032 mum)
nehies (125 man) apart.

Woven Wire Fenwe Material

1043.3 ‘W oven Wire Fence Description. Woven wire fence shall be composed of woven
wite, barbed wire, brace wire, posts, Hes, fittings and hardware,

1043.3.1 Fabrie, The fabric shall be made of zine coated or ahumitnun coared steel wire,
Zinc coated fabric shall conform to the requiremnents of AASHTO W 278, for Design Mumber
939-6-11, Grade 60 or 839-6-12.5, Grade 125, The minignm weight '1111"1“5‘% of Zinr costing
shall be Class 3 for all gages. Line wires shiadl have tension curves.  Aluminnm f:aaieé faliric
shall conform to the requirements for zipe coated fabric except ]QU be
aluminum alley applied af the rate of not less 25 OUNCE PEI SGUI o' y ¥ oof
nncoated wire surface.

1043.5.2 Barbed Wire., Barbed wire for use with zinc coatec
steel fabric shall conform to the requirements of Sec 10437

1043.3.3 Wood Posts. Wood posts and beaces shall conform to the requiren
1050.2.3.

cotiformy to the wqm rements of
f';: es and weights {masses ; shown on

1043.3.4  Steel Posts. Steel posts and braces shall
Corner, end and puil posis shall be pipe of th
the plans. Line posis shall be of the lenmis and shapes
nominal weight {mass) of .33 pounds per linear &

{mass) of 1.28 pounds per linear foot {1.90 ka'ny), exclusive of anchor wlate,

q the plans. They vy
miy And 8 i W ez;ht

101
l;

11}43.“5 o5t Tops and Miscellaneous H'mhwne. Post tops and misceilaneouns
shall conform to the requirements of Sec 10437

1043.3.6 Brace Wire, Brace wirte shall not be less than 0.143-inch (3,632 nuny dismeter and
of material conforming to the requirements of Sec 104331

1043.3.7 ‘Hmplew, Staples shall be of the serew shanl: thpe or eguivalent, a munimuns of 1 144
inches (30 mun) long, gabvanized and of good cotumercial quality.
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e reguirements
15 nn“l* (2021 ).

.&...

104338 Wire Tles. Wire used for ties shall couforn
except that the wire may have a minmoum dizmeter of 1

Gates. Gates for woven wire tenu: shall conform to the requirements of Sec
210 except that the fitier shall be woven wire fabric wigeting these specificaiions.

Worlmanship and Finish

1043.4  Fuabrication of chainlinle or woven wire fencing material fusnished under these
specifications shall conformy to the sizes, shapes and dimensions shows oy the plans and shall
show careful finished workmanship.  Excessive roughness, blisters, sal-ammoniac spots,
bruises, flaking, woids in costing, frozen lmuckles or nﬂ‘er defects if present to any
considerable extent shall provide a basis for rejection.  Polyvinyl chioride coating shall be
without voids and without fears or cuts that reveal the substrate. Welded seam pipe shall have
sinooth welds withont skips or gaps. Non-nnsform or damaged organic topeoats shall provide
a basis for 1&]&r‘t1ur1 whether caused by fabrication, shippitg or handling on the job. All bues
at the ends of posis and rails Amﬂﬁ be removed.

Sampling and Testing
1043.5 Sampling. The engineer will determine the sample size and frequency.

1043.6 Te‘”i‘ing When fencing material are tested, the fests shall be i accordance with the
following methods,

1043.6.1 Weight (mass) of hot-dip zinc coatings shall be determined in accor
AASHTO T &5 o1, at the option of the engineer, material may be accepted on
magaetic gange determinations made it accordance with ASTM E 376

r shall be determined by magnetic gauge

shall e determined in accordance with
3 er, material may be accepied on the Dasis of
ETie gauge leEiﬂlLIlﬂ.uC'ﬂlln made it accordance with ASTAL E 376

magg

1043.6.4 Thickness of organic topeoat shall be determined by first determuning the ?t:vt‘ql
thickness of the organic toproat and exterior hot-dip zine coating by magnetic gaug:

determinations made in accordance with ASTM E 376, then chemucally stripping
topooat and determuning the thickness of caly the exterior hot-dip zine i accordan 5
AASHTO T 65 or ASTW E 376, The difference between the two iueasnrements is the

thickness of the organic topeoat.

1043.6.5 Tensile strength or breaking load - AASHTO T 68,
Tnspection

1043.7 The engineer shall have free entry, at all times, to all parts of the manufacturer’s o
fabricator's worles that concern the manufacture or fabrication of matesial furnished vnder this
ification.  Each product or atticle furnished under this E‘peci. tion shall be subject to
insp ciion at the factory, fabricating plant, i laboratories of the engineer's choosing or at the
point of delivery. The engineer reserves the right to sample md test each product or article
subsequeat 1o & :r:ept:m g at the place of manufacture or fabrication, to deterinine conformance
with the requirements of this specification, or to verify a certification.
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Certification

10438 Certifications in wriplicate ate required as follows.

1043.8.1 Vinyl Coated Material. The contractor shall submit to the engineer a certificas
certifying that the winyl material and vinyl coated fabric mests the sequirements of these
specifications. I vinyl ceated items other than chain-link fabric are fiunished. a cerfification
15 also required.

104352 Alumimun Alley Material.  The contractor shall submit to the engineer 3
cerfification certifving that the material conforms to the requireients specified and shal
e of the material.

]
include or have attached fypical physical properiies representas

104383 Ovganic Topcoated Material,  The contractor shall submit fo the engineer a
cerfification certifying that the material conforms to the requirements specifled and that the
material 55 the same as prequalified by the engineer.

Paclaging and Marking

1043.9  Packaging and marking of the material shall provide ease of handling, storag
idenitification.

1043.9.1 Eacl fength of chain-link fabric, woven wire fabwic or barbed wire shall be i
mﬂﬁ d uild fnm]v t1ed chh roll shall ¢ Z’{if} a Aag shw'm&, g uljplimble to xht: pmm

1343.9.2 Each bundle or container of posts, hardware and fét“téng 911111 be marled with the
naie, brand or frademark of the marufacturer, fype of material {(steel, cast wron, aluminwm
alloy number, ete.), type of coating and any addirional data requrel for proper idemification
of to determine appareit conformance to specified guality regquirements.

TABLEI
Wire Size and Height of Fabric
Specified Diameter™ Heiglit of Fabric,
in, {ymm) Gage In, {romm)
D.’i?f} (3.048‘} 11 36, 42 (914 1!@«;
18 (3.759% g 48, 60 (121 4
! f4 877) & 73-144 (182 £
* See Sec 1043713 for definition of specified diameter and tolerances.
TABLE IT
Breaking Load of Wire
Specified Diameter Brealing Load, min., Haf (1IN}
i () Gage Zine Coated and Aluminnm PVC
Aluminum Coated Alloy Coated"
0.120(3.05) 11 850 "%’FS 5y 610 127135 &850 (3780
0,148 (3.76) Q 1290\ 373 930 {4138} 1260 (5738)
0.192 {458} & 1360 2170 (9

" The PVC coating may be mechanically or chemically removed prior to testing, if desired.
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TABLE IT1

PVC Coated Wire Coating Thiclmess and Weight {hass)

PVE Tlhicknes: 5, Range

Specified Dismeter
of &letallic Coated
Core Wire"

im. (1om)

Wedglit (Mass) of
Line oy Aluminnn
Coating of Uncoated
Wire Surface, nn.,
»nszr}fgum )

Bounded
Coatings
in. (mm)

Extruded or
Extroded and
Bonded Coatings,
fn, {vo)

0.120 (3.09)

030 (91.5)

0015 - 0.025
{038 - 0.6

030 (91.5)

0.G06 - 0.010
(0.15-02

0015 - n. e

qu

0193 (4.88)

040 (1223

' The PV coating shal

rot be used when det

EIIENING WITE 3izZe.

TABLETY

Mliscellaneous Aluminum Alley Fittings and Hardware

Alnninnm Alley

Item Type of Matervial Alloy & Temper | ASTM Denig;mti 1L
Fatt and Brace Ends, Casting 336.0-Th Bla, BEs, BI1GE
Paost Tops and T2 0-T5,
Turnbuackles T13.0-Ts
A3B00, 3600,
413.0
Clastings Saine 25 above ——
TWire Ex ten:,mn —‘ui 315
and Other Fitting:
Stretcher Bars and Har G063-Ta 5221
Bands
Truss or Brace Rods BlG1-TE B
Flat Band Ties Sheet 3003- HH B
Balts H F
Mutg ¥
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Missouri
h)limslon of L.abor Standards

WAGE AND HOUR SECTION

W TT BLUMT, G roor

Annual Wage Order No. 15

Section 041

MACON COUNTY

Int aceordanre with Secton 290,252 REMe 2000, within ity (30 days after a certified copy of this
Armial Wage Oxder has been filed writh the Secretary of Sate as indicated balowr, any person who may
he affected by this Snmal Wage Order may chject by filing an objecton in faplicats writh the Labor and
Industrial Relations Conmission, PO Beor 5399, Tefferson City, M2 651020593, Such cbijectors st
set forth moweriting the specific grounds of objection. Each chjecton shall certifir that a copy has bean
firmished o the Division of Labor 3 tandards, PO Box 449, Jefferson City, 300 651020443 pursuant to
2 CSR 20530100010, & certified copy of the Ammal Waze Dder has been filed with the Secretary of
State of Missoud,

Drigna Jigned by
Panl Buckleyw, Davector
Divisionof Labor 3 tand ards

This Is & Tine &nd Aeenrate Copy Which Was Filed With The Secretary of T tate: Flarch 10, 2008

Last Date Ohjectoos Mar Ee Filed: April 2, 2008
Prepared by Missouri Deparinent of Labor and Indusirial Relutions
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Building Construction Rates ¥or REPLACEMENT PAGE Section DE1
RAC TN County

“ERecive Hasic Ouer-
OCCUPATIONAL TITLE Diate of Hourdy | Tima Holhday Total Fringe Benefits
horease |7 | Rates | Schedule| Schedule

Lebestos Worker 10408 a4 52 il 2048
Hoilerraloer LA1on A7 B F875
Brick aywers- Stone Mason NP 50 ¥ B30
Carpenter 2323 [{1] 15 F.068
Cerment hdason Fazid ] 3 Flo0a
Hectrician (hside Mireman) F2694 [ i P85 +33%
Communication Technician USE ELECTRICIAH (IMSIDE WiRERMAHY RATE
Hevator Constructor a| FBriS 2 54 B17 0¢H
Operatng Engineer

Group | A3 §25.62 af [ili] F1734

Group I 4408 F26.452 af [ili] F1735

Group 1 508 Fad. 27 S Jili] T3S

Group {ll-A& 408 25,52 a6 i F1735

Group % 508 324 1] [ili] FIT35

Group "W 508 p2fi 22 T3] fifi F1735
Pipe Fitter e B $33.00 a1 )] E1068
Glazier 1108 fev Bl as 3 F12.A2
Laborer (Building):

General 1602 110 B .42

First Sermi-Skillad fep a2 110 ¥ .43

Sacond Serri- Skilled F1002 110 H B
Lather USE CARFEMTER RATE
Lnoleum Lawer & Cutter USE CARPEMTER R&TE
hdarble hisson Fngs a4 T B30
il ght 2433 1] 14 F4.86
Iren Worbcar F2375 50 4 PO 3E
Painter 040 18 ¥ =T
Alastersr (2138 a4 A F4.88
Flumber 08 b $33.00 a1 i F1G AR
PFile Driver F2d423 [{i] 14 FALBE
Roofer 008 p20 50 12 4 1124
Sheet Metal Warlar 7408 ETERE] 4 3 Fi228
SprinMer Fitter 050 33 11 Fi420
Terrazza Worker B a8 Al B F1120
Tile Satter R A T Fl120
Truck Criver- Teamster

Group | 5108 F25.82 103 Y 885

Group 1 508 2508 103 7 .05

Group ! 108 F25.07 102 hi 808

Group % 508 26,00 103 7Y 285
Trafic Control Sendce Orwer
Wielders- Aratens & Haotric ®

Fringa Beneft Percentages is ofthe Basis Houdy Rate
HAtention Wbrkers: i you are not being paidthe app ropriate wage rate and fringe benefts contact the Thvisicn
of Laber Standards at (57237 61-3403.

“eanual Incremental nerease

“SEE FOOTHOTE RASE ANHUSLIAGEDRDER MO 1S TR
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Heavy Construdion R ates for
b ACON Courty

REPLACEMENT PAGE

Section

061

*Effective Hasic QvEr-
QCCUP ATIOMNAL TITLE Date of Houry Tim g Huliclay Total Fringe Benefits
Increase Ratez  |Schedule | Scheduls
CARPEMTER
Joume wn en 5/08 28 31 ¥ 18 $9.96
ol il i gyt 508 Fea .3 7 168 $9.96
Pile Driver Worker S/08 $28.3 ¥ 16 $9.96
DOPERATING EMGINEER
Group | 5608 $24 60 el 3 1725
Group || 5/08 §24.25 iy 5 B 25
Group | 5506 F24.05 M 5 725
Group 1Y =508 F2040 | 5 7 2s
Diler-Driver 5408 F2040 21 5 Py 25
LAHORER
General Laborey 5/08 $23.87 2 4 $8.88
Skilled Labhorer 5108 F24 57 2 4 %8.68
TRUCK DRIVER-TEAMSTER
Group | /03 Fa5.82 22 19 f&.65
Group |l 5408 $25.08 22 19 38,65
Group 11l 5108 F2547 22 19 8 .65
Sroup v S8 F2E.09 ) 19 .65

Farthe occupational titles not igted on the Heawy Construction Rate Sheet, use Rates shown on the

Building Construdtion Rate Sheet.

“Annual Incremeantal horease

AHHUALWAGEQRDER MO, 15

[k
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